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PRODUCT BULLETIN BULLETIN NO: J 6003 
DRYWALL ACCZSSORY JOINT COMPOUND DATE: 3/28/73 
PRODUCTS (POLYMERIC Bl\SE) 

PAGE: l of 2 
., --

1 APPROV:.<\~: ~ / 'l,j:_y ,.... PRODUCING PIANT CANCELS: J 6003 

0;',t(C-i·t~b lftl~1?' SEATTLE DATE: 8/25/69 

BULLEr IN 
'I 

DESCRIPTION % POUNDS GALLONS 

220 Whiting 49.63 1000 

251 Mica, WMG P 80F 14.89 300 

260 Sericite, Narvon 19.85 400 

045 . Asbestos 7RF 10 7.44 150 

166 Hamaco 717 2.48 50 

330 Polyv:inyl .Alcohol -1.98 40 

164 G:cyoxal 80% .40 8 

453 Preservative .10 2 

245 Thickener .50 10 

441 HC Talc 2.48 50 

r 454 Nopco PD 1 .25 5 
I 

TOTAL 100.00 2015 

.. 

MANUFACTURING INSTRUCTIONS: 
-

1. See Process Bulletin J 303. 
2. Mixing time shall be 8 minutes minimum and 12 minutes maximum. 

QUALITY CONTROL: 

TM-1 · Viscosity, 150 gm cylinder @. 5 sec 38 - 40 inm 

TM-3 Tape Bond 9- lO 

TM-6 Application Equal to Standard 

TM-7 Workability Equal to Standard 

r TM-35 0.25 Boric Acid Test No firm gel after 1 min. 
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